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MR-16 Reflector - GX5.3

ELB  JCR30V-80W
1000317

Watts	 80W
Volts	 30V
Color	Temp	 3400K
Average	Life	 15Hrs
Reflector	Type	 Specular
Filament		 CC-6
Burn	Position	 BD/Hor
Base	 GX5.3

SIMON	OMEGA
471-043

EJV  JCR21V-150W 
1000302

Watts	 150W
Volts	 21V
Color	Temp	 3400K
Average	Life	 40Hrs
Reflector	Type	 Specular
Filament		 CC-6
Burn	Position	 BD/Hor
Base	 GX5.3

SIMON	OMEGA
471-033

EJL  JCR24V-200W
1000300

Watts	 200W
Volts	 24V
Color	Temp	 3400K
Average	Life	 50Hrs
Reflector	Type	 Specular
Filament		 CC-6
Burn	Position	 BD/Hor
Base	 GX5.3

ELC  JCR24V-250W
1000318

Watts	 250W
Volts	 24V
Color	Temp	 3400K
Average	Life	 50Hrs
Reflector	Type	 Specular
Filament		 CC-6
Burn	Position	 BD/Hor
Base	 GX5.3

SIMON	OMEGA
471-029

FOTAR

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 29mm

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 44.5mm

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 31.8mm

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 31.8mm
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DDL  JCR20V-150W 
1000173

Watts	 150W
Volts	 20V
Color	Temp	 3150K
Average	Life	 500Hrs
Reflector	Type	 Faceted
Filament		 CC-6
Burn	Position	 BD/Hor
Base	 GX5.3

AGFA	GEVAERT
Select	Scan	

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 194.5mm
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MR-16 Reflector - GY5.3

ENH  JCR120V-250W
1000333

Watts	 250W
Volts	 120V
Color	Temp	 3250K
Average	Life	 175Hrs
Reflector	Type	 Faceted
Filament		 CC-8
Burn	Position	 BD/Hor
Base	 GY5.3

NUARC	-	VE-959
BBC1418;	BBC1418-2

ELH  JCR120V-300W 
1000321

Watts	 300W
Volts	 120V
Color	Temp	 3350K
Average	Life	 35Hrs
Reflector	Type	 Stippled
Filament		 CC-8
Burn	Position	 BD/Hor
Base	 GY5.3

FOTAR

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 152.4mm

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 152.4mm
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ENX  JCR82V-360W
1000337

Watts	 360W
Volts	 82V
Color	Temp	 3300K
Average	Life	 75Hrs
Reflector	Type	 Faceted
Filament		 CC-8
Burn	Position	 BD/Hor
Base	 GY5.3

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 298.5mm
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VISUAL	GRAPHICS
60-15625-011

SIMON	OMEGA
471-400

ESJ  JER82V-85W
1000358

Watts	 85W
Volts	 82V
Color	Temp	 3350K
Average	Life	 40Hrs
Reflector	Type	 Specular
Filament		 CC-8
Burn	Position	 BD/Hor
Base	 GY5.3

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Working	Distance	 32mm
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JCR120V-150W/B
1000940

Watts	 150W
Volts	 120V
Color	Temp	 3050K
Average	Life	 100Hrs
Reflector	Type	 Stippled
Filament		 CC-8
Burn	Position	 Horiz
Base	 GY5.3

Diameter	(A)	 50.67mm	
MOL	(B)	 44.45mm
Beam	Spread	 26o	

GY5.3

BA
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ELS/ELR  JCR16V-50W
1000323

Watts	 50W
Volts	 16V
Color	Temp	 3100K
Average	Life	 650Hrs
Reflector	Type	 Specular
Filament		 CC-6
Burn	Position	 Horiz
Base	 GX7.9	

DATAGRAPHIX
14A;	14B

Diameter	(A)	 44.5mm	MOL	
(B)	 40.6mm
Working	Distance	 205mm
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AGFA	GEVAERT
C66

EFR  JCR15V-150W
1000272

Watts	 150W
Volts	 15V
Color	Temp	 3400K
Average	Life	 50Hrs
Reflector	Type	 Specular
Filament		 C-8
Burn	Position	 BD/Hor
Base	 GZ6.35

Diameter	(A)	 50mm	
MOL	(B)	 42mm
Working	Distance	 32mm
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MR-16 Reflector - GZ6.35

AGFA	GEVAERT
C66

EFP  JCR12V-100W
1000271

Watts	 100W
Volts	 12V
Color	Temp	 3400K
Average	Life	 50Hrs
Reflector	Type	 Specular
Filament		 C-6
Burn	Position	 BD/Hor
Base	 GZ6.35

Diameter	(A)	 50mm	
MOL	(B)	 42mm
Working	Distance	 32mm
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EFN  JCR12V-75W
1000270

Watts	 75W
Volts	 12V
Color	Temp	 3400K
Average	Life	 50Hrs
Reflector	Type	 Specular
Filament		 C-6
Burn	Position	 BD/Hor
Base	 GZ6.35

SCREEN	USA	(DS	AMERICA)

Diameter	(A)	 50mm	
MOL	(B)	 42mm
Working	Distance	 32mm
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MR-14 Reflector - GX7.9
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